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RICE NESHAP Summary of Requirements1 

For Emergency Engines 

Existing Stationary Engine >500 HP, Located at major sources of HAP,  

constructed before December 19, 2002 

 

NOTE:  Only the tables relevant to this source category are bolded.  To refer to the 

regulatory text, please go to Subpart ZZZZ. 

 

Compliance date: June 15, 2007 

Emission Limitations and Other Requirements: No requirements 

Operating Limitations: No requirements  

Fuel Requirements: For emergency CI engines with a site rating of more than 100 brake HP and 

a displacement of less than 30 liters per cylinder that use diesel fuel and operate or are 

contractually obligated to be available for more than 15 hours per calendar year for the purposes 

specified in § 63.6640(f)(2)(ii) and (iii) or that operate for the purpose specified in § 

63.6640(f)(4)(ii): § 63.6604 (b) 

§ 63.6604 What fuel requirements must I meet if I own or operate a stationary CI RICE? 

(b) Beginning January 1, 2015, if you own or operate an existing emergency CI stationary RICE 

with a site rating of more than 100 brake HP and a displacement of less than 30 liters per 

cylinder that uses diesel fuel and operates or is contractually obligated to be available for more 

than 15 hours per calendar year for the purposes specified in § 63.6640(f)(2)(ii) and (iii) or that 

operates for the purpose specified in § 63.6640(f)(4)(ii), you must use diesel fuel that meets the 

requirements in 40 CFR 80.510(b) for nonroad diesel fuel, except that any existing diesel fuel 

purchased (or otherwise obtained) prior to January 1, 2015, may be used until depleted. 

 

Performance Tests: No requirements 

Monitoring, Installation, Collection, Operation and Maintenance Requirements: No 

requirements 

Initial Compliance: No requirements 

                                                           

1
 Disclaimer: The content provided in this software tool is intended solely as assistance for potential reporters to aid 

in assessing requirements for compliance under the reciprocating internal combustion engines (RICE) National 

Emissions Standards for Hazardous Air Pollutants, 40 CFR Part 63 Subpart ZZZZ. Any variation between the rule 

and the information provided in this tool is unintentional, and, in the case of such variations, the requirements of the 

rule govern. Use of this tool does not constitute an assessment by the EPA of the applicability of the rule to any 

particular facility. In any particular case, the EPA will make its assessment by applying the law and regulations to 

the specific facts of the case. 
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Continuous Compliance:   

For existing emergency stationary RICE with a site rating of more than 500 brake HP located at 

a major source of HAP emissions operates or is contractually obligated to be available for more 

than 15 hours per calendar year for the purposes specified in § 63.6640(f)(2)(ii) and (iii): 

63.6605  

All Engines: 63.6640 

§ 63.6605   What are my general requirements for complying with this subpart? 

(a) You must be in compliance with the emission limitations, operating limitations, and other 

requirements in this subpart that apply to you at all times. 

(b) At all times you must operate and maintain any affected source, including associated air 

pollution control equipment and monitoring equipment, in a manner consistent with safety and 

good air pollution control practices for minimizing emissions. The general duty to minimize 

emissions does not require you to make any further efforts to reduce emissions if levels required 

by this standard have been achieved. Determination of whether such operation and maintenance 

procedures are being used will be based on information available to the Administrator which 

may include, but is not limited to, monitoring results, review of operation and maintenance 

procedures, review of operation and maintenance records, and inspection of the source. 

§ 63.6640   How do I demonstrate initial compliance with the emission limitations, 

operating limitations, and other requirements? 

(f) If you own or operate an emergency stationary RICE, you must operate the emergency 

stationary RICE according to the requirements in paragraphs (f)(1) through (4) of this section. In 

order for the engine to be considered an emergency stationary RICE under this subpart, any 

operation other than emergency operation, maintenance and testing, emergency demand 

response, and operation in nonemergency situations for 50 hours per year, as described in 

paragraphs (f)(1) through (4) of this section, is prohibited. If you do not operate the engine 

according to the requirements in paragraphs (f)(1) through (4) of this section, the engine will not 

be considered an emergency engine under this subpart and must meet all requirements for non-

emergency engines. 

(1) There is no time limit on the use of emergency stationary RICE in emergency situations. 

(2) You may operate your emergency stationary RICE for any combination of the purposes 

specified in paragraphs (f)(2)(i) through (iii) of this section for a maximum of 100 hours per 

calendar year. Any operation for non-emergency situations as allowed by paragraphs (f)(3) and 

(4) of this section counts as part of the 100 hours per calendar year allowed by this paragraph 

(f)(2). 
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(i) Emergency stationary RICE may be operated for maintenance checks and readiness 

testing, provided that the tests are recommended by federal, state or local government, the 

manufacturer, the vendor, the regional transmission organization or equivalent balancing 

authority and transmission operator, or the insurance company associated with the 

engine. The owner or operator may petition the Administrator for approval of additional 

hours to be used for maintenance checks and readiness testing, but a petition is not 

required if the owner or operator maintains records indicating that federal, state, or local 

standards require maintenance and testing of emergency RICE beyond 100 hours per 

calendar year. 

(ii) Emergency stationary RICE may be operated for emergency demand response for 

periods in which the Reliability Coordinator under the North American Electric 

Reliability Corporation (NERC) Reliability Standard EOP–002–3, Capacity and Energy 

Emergencies (incorporated by reference, see § 63.14), or other authorized entity as 

determined by the Reliability Coordinator, has declared an Energy Emergency Alert 

Level 2 as defined in the NERC Reliability Standard EOP– 002–3. 

(iii) Emergency stationary RICE may be operated for periods where there is a deviation 

of voltage or frequency of 5 percent or greater below standard voltage or frequency. 

(3) Emergency stationary RICE located at major sources of HAP may be operated for up to 50 

hours per calendar year in non-emergency situations. The 50 hours of operation in non-

emergency situations are counted as part of the 100 hours per calendar year for maintenance and 

testing and emergency demand response provided in paragraph (f)(2) of this section. The 50 

hours per year for non-emergency situations cannot be used for peak shaving or non-emergency 

demand response, or to generate income for a facility to supply power to an electric grid or 

otherwise supply power as part of a financial arrangement with another entity. 

(4) Emergency stationary RICE located at area sources of HAP may be operated for up to 50 

hours per calendar year in non-emergency situations. The 50 hours of operation in non-

emergency situations are counted as part of the 100 hours per calendar year for maintenance and 

testing and emergency demand response provided in paragraph (f)(2) of this section. Except as 

provided in paragraphs (f)(4)(i) and (ii) of this section, the 50 hours per year for nonemergency 

situations cannot be used for peak shaving or non-emergency demand response, or to generate 

income for a facility to an electric grid or otherwise supply power as part of a financial 

arrangement with another entity. 

(i) Prior to May 3, 2014, the 50 hours per year for non-emergency situations can be used 

for peak shaving or nonemergency demand response to generate income for a facility, or 

to otherwise supply power as part of a financial arrangement with another entity if the 

engine is operated as part of a peak shaving (load management program) with the local 
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distribution system operator and the power is provided only to the facility itself or to 

support the local distribution system. 

(ii) The 50 hours per year for nonemergency situations can be used to supply power as 

part of a financial arrangement with another entity if all of the following conditions are 

met: 

(A) The engine is dispatched by the local balancing authority or local transmission and 

distribution system operator. 

(B) The dispatch is intended to mitigate local transmission and/or distribution limitations 

so as to avert potential voltage collapse or line overloads that could lead to the 

interruption of power supply in a local area or region. 

(C) The dispatch follows reliability, emergency operation or similar protocols that follow 

specific NERC, regional, state, public utility commission or local standards or guidelines. 

(D) The power is provided only to the facility itself or to support the local transmission 

and distribution system.  

(E) The owner or operator identifies and records the entity that dispatches the engine and 

the specific NERC, regional, state, public utility commission or local standards or 

guidelines that are being followed for dispatching the engine. The local balancing 

authority or local transmission and distribution system operator may keep these records 

on behalf of the engine owner or operator. 

Notification Requirements:  No requirements 

Recordkeeping Requirements:  No requirements 

Reporting Requirements:  

For emergency engines with a site rating of more than 100 brake HP that operate or are 

contractually obligated to be available for more than 15 hours per calendar year for the purposes 

specified in § 63.6640(f)(2)(ii) and (iii) or that operate for the purpose specified in § 

63.6640(f)(4)(ii): 

 

§ 63.6650 (h) If you own or operate an emergency stationary RICE with a site rating of more 

than 100 brake HP that operates or is contractually obligated to be available for more than 15 

hours per calendar year for the purposes specified in § 63.6640(f)(2)(ii) and (iii) or that operates 

for the purpose specified in § 63.6640(f)(4)(ii), you must submit an annual report according to 

the requirements in paragraphs (h)(1) through (3) of this section.  

 

(1) The report must contain the following information: 

 

(i) Company name and address where the engine is located. 
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(ii) Date of the report and beginning and ending dates of the reporting period. 

 

(iii) Engine site rating and model year. 

 

(iv) Latitude and longitude of the engine in decimal degrees reported to the fifth decimal place. 

 

(v) Hours operated for the purposes specified in § 63.6640(f)(2)(ii) and (iii), including the date, 

start time, and end time for engine operation for the purposes specified in § 63.6640(f)(2)(ii) and 

(iii). 

 

(vi) Number of hours the engine is contractually obligated to be available for the purposes 

specified in § 63.6640(f)(2)(ii) and (iii). 

 

(vii) Hours spent for operation for the purpose specified in § 63.6640(f)(4)(ii), including the date, 

start time, and end time for engine operation for the purposes specified in § 63.6640(f)(4)(ii). 

The report must also identify the entity that dispatched the engine and the situation that 

necessitated the dispatch of the engine. 

 

(viii) If there were no deviations from the fuel requirements in § 63.6604 that apply to the engine 

(if any), a statement that there were no deviations from the fuel requirements during the reporting 

period. 

 

(ix) If there were deviations from the fuel requirements in § 63.6604 that apply to the engine (if 

any), information on the number, duration, and cause of deviations, and the corrective action 

taken. 

 

(2) The first annual report must cover the calendar year 2015 and must be submitted no later than 

March 31, 2016. Subsequent annual reports for each calendar year must be submitted no later 

than March 31 of the following calendar year. 

 

(3) The annual report must be submitted electronically using the subpart specific reporting form 

in the Compliance and Emissions Data Reporting Interface (CEDRI) that is accessed through 

EPA’s Central Data Exchange (CDX) (www.epa.gov/cdx). However, if the reporting form 

specific to this subpart is not available in CEDRI at the time that the report is due, the written 

report must be submitted to the Administrator at the appropriate address listed in § 63.13. 

 

General Provisions (40 CFR part 63)- No requirements 


